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REFLOMAX Micro-Prism Reflective Material
GLODIAN™ TRG-500

Product Guidance 


REFLOMAX GLODIAN™  TRG-500 Series consist of are around 7,000pcs/cm2 of fine micro-prisms  which reflect the light to its source.

They appear brilliant when viewed by a driver using vehicle headlights at wide entrance angles.
It makes the wearer highly visible in nighttime, foul weather and even in wet condition in which Glass Bead Type reflective material can not be visible.

Since highly retroreflective microprisms are formed by hard polymer on flexible, UV-stabilized polymeric film REFLOMAX GLODIAN™  TRG-500 Series are very durable and hardwearing. And they keep the initial reflective performance for a long time.

We proudly say that it is certified reflective tapes to EN471 Level 2 & ANSI/ISEA 107 Level 2. 

If you make any safety garments which comply with the above standards with REFLOMAX GLODIAN™  TRG-500 Series, you can get full satisfaction.

1. Color
White & Fluorescent Yellow colors are available. 
2. Retroreflective Performance
The Retroreflective performance is measured in accordance with the procedure defined in CIE 54:1982. Measures values are averages taken from 90˚ orientation, apart unless stated differently. The 0˚ orientation is to be taken as downweb of REFLOMAX supplied rolls.
The values are stated as coefficients of Retroreflection, RA and the unit is cd/lux/m2.
	Item
	Obs.
Angles 
	Ent.
Angles
	Typical
RA
	Minimum
RA

	TRG-501
White
	0.2˚
	5˚
	500
	350

	TRG-502
F.Yellow
	0.2˚
	5˚
	450
	330


3. Size and Packing
Roll Size : 50mmX100m
Packing : 5 rolls(500m) per one carton box
Weight : 15kg per one box
Standard Box Size: 320x320x280mm

4. Care Instruction
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Machine Wash, 60℃(140℉)
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Do not Bleach
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Do not Iron
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Do not Dry-Clean
5. Storage
Store in a cool dry area and use within 2 years after date of receipt.
Store rolls in their original shipping cartons. Partially used rolls should be returned to their shipping carton 
6. Note

Technical data can be changed with product improvement. The above data are the average of test results at the normal test condition.

While the use of reflective material does greatly enhance visibility, no reflective material can assure absolute visibility, particularly in adverse weather conditions.
Performance will vary depending upon actual use, exposure conditions and maintenance. Users should test reflective material to satisfy conformance to their own requirement.
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